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Ventev’s offering of 340 – 6000 MHz tappers are low 
PIM with a rating of -160 dBc and can handle 300 W of 
input power. They are highly reliable, with low 
insertion loss and are suitable for indoor or outdoor 
environments. Fitted with N Female connectors, they 
are light-weight and easy to install.

Every Ventev tapper is covered by Ventev’s two-year 
TerraNet warranty program.

For more information or to purchase, contact Ventev:
800.851.4965 or sales@ventev.com. 

340-4000, 5300-6000 MHz, Low PIM Tapper with N Female Connectors

Mechanical Specifications

Dimensions H x W x D (in) 2.50 x 1.0 x 1.0”

Weight (lbs) 0.50 lbs.(N Female)(30Pcs/box 16 lbs.)

Packing Size (in.) 5.0 x 2.0 x 2.0” /1 pcs,(30 Pcs/box, 12 
x12 x 9”)

Color Light Gray

Mounting Wall Mounting

Environmental Specifications

Operational Temperature (°C) -40 to +65

Operational Humidity (%) ≤ 95

Ingress Protection Class IP65 (Indoor and Outdoor)
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Sku Part No. Description

204710 VEN-5-TAP-NF 5 dB Tapper, N-female

225278 VEN-6-TAP-NF 6 dB Tapper, N Female

281023 VEN-8-TAP-NF 8 dB Tapper, N Female

292189 VEN-10-TAP-NF 10 dB Tapper, N Female

219170 VEN-13-TAP-NF 13 dB Tapper, N Female

208103 VEN-15-TAP-NF 15 dB Tapper, N Female

264380 VEN-20-TAP-NF 20 dB Tapper, N Female

238122 VEN-30-TAP-NF 30 dB Tapper, N Female

340-4000, 5300-6000 MHz, Low PIM Tapper with N Female Connectors

Technical Data

Electrical Specifications

Type No. N Female VEN-5-TAP-NF VEN-6-TAP-NF VEN-8-TAP-NF VEN-10-TAP-NF

Insertion Loss (dB)  MAX

340-520 1.9 1.6 1.1 0.8

520-960 2.3 1.75 1.2 0.8

1710-4000 2.3 1.75 1.35 1.1

5000-6000 2.7 2.1 1.35 1.1

Coupling 4.8 6.1 8.6 10.4

Coupling tolerance (dB)

340-520 ±1.5 ±1.5 ±1.5 ±1.5
520-960 ±1.3 ±1.3 ±1.3 ±1.3

1710-4000 ±1.0 ±1.0 ±1.0 ±1.0

5000-6000 ±1.3 ±1.3 ±1.3 ±1.3

Return Loss (dB) ≥14 ≥15.6 ≥18 ≥18

Type No. N Female VEN-13-TAP-NF VEN-15-TAP-NF VEN-20-TAP-NF VEN-30-TAP-NF

Insertion 
Loss (dB) 

MAX

340-520 0.5 0.3 0.25 0.2

520-960 0.65 0.35 0.3 0.25

1710-4000 0.75 0.4 0.35 0.3

5000-6000 0.75 0.5 0.4 0.35

Coupling 13.2 15.1 20.1 30.1

Coupling 
tolerance 

(dB)

340-520 ±2.0 ±2.0 ±2.0 ±2.0
520-960 ±1.8 ±1.8 ±1.8 ±1.8

1710-4000 ±1.5 ±1.5 ±1.5 ±1.5
5000-6000 ±1.8 ±1.8 ±1.8 ±1.8

Return Loss (dB) ≥18 ≥18 ≥18 ≥18
Frequency Range (MHz) 340-4000 & 5000-6000

PIM3 (@2x43 dBm Carrier) (dBc) <-160

Input Power (W) < 300 (N-Female)

Peak Power (W) < 800 (N-Female),

Impedance (Ω) 50


