900MHz Low Profile Surface Mount Omni Antenna

Ventev's TerraWave 900MHz Low Profile, Surface Mount Antenna supports 900MHz ISM-band radios with SMA
connectors. The antenna is ideal for placement atop outdoor communication enclosures for Internet of Things (loT)
applications. It also ships with an L-Bracket for mast mounting. The antenna's low profile makes it less vulnerable to
environmental hazards and vandalism.

Every Ventev TerraWave antenna is RoHS compliant, and is covered by the two-year TerraNet warranty program. For more
information, contact Ventev 800-851-4965 or sales@ventev.com.

Horizontal Pattern

Specifications
Model 0902001156185M
Frequency Range 902~928 MHz
Gain 2 dBi
Polarization Vertical
Horizontal Beamwidth (°) 360°
Vertical Beamwidth (°) 60°
VSWR </=14
Input Power 10 watts
Connector Quantity/Type 1 x SMA Male
Antenna Cable Quantity/Type/ ,
Length 1x13
Radome Color Black
hDelir:Cr;sgsmns (diameter x 3957 % 5"
Weight (Ibs.) 1.5
Environment(s) Indoor and Outdoor
Mounting Method(s) Surface Mount or Optional L-Bracket
Ingress Protection IP 65
Operating Temperature -40°Fto +140°F
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