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REVISIONS
REV. DESCRIPTION DATE APPROVED
1 CHANGE TO CABLE LENGTH NOT TO INCLUDE CONNECTORS 1/14/15 PO
[457.2+£10mm]
D
[150 +25]
+
[50£5] [REF38] | < [o0%£5] _
\
; o | KXKKKKKKXKAXXK] 2
SR=1 NI 1]
Q2 \ \
oo 01 04 05 03 04 -
vy VENTEV 800-472-7373
N
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REORDER#
590596 ; | |
29198 112795 Packing Requirement:
[l
MODEL#:100SMRASFBHP1.5' UM:1EA | (O Each Cable Component should be packed
1.5°100 SM-RA SF-BH o with PE transparent package as shown in
S VENTEV jumper using 1.5 feet of 100 cable and figure_ [+
X connectors of SM-RA to SF-BH Includes heat
é shrink. Tested & packaged Bulkhead connector
S for 1/2 dia holes. 07 | Package 1PCS
N \ \i 06 |Marking label White, Waterproof 1PCS Paste on tne bag
— Date of Storage 06 05 |H.S.Tlabel | White 16990099 EVA .
1.Frequency Band: DC~6.0GHz; 03 | Cable TWs-100 Black 41020001 457. 2mm
:za.i;nsﬁc;?r;ﬁe 3 (OS%g;H ) 02 | Connectors |aomermmy <o 191010316 1PCS
< - z
’ 0 01 | Connectors |RPSMA Jack (M Center Pin) | 21010030 1PCS
<1.6(3-6GHz); Desionation | Soeciat )
4.Insulation Loss:<1 .5(0-3GHZ) No. esignation | Specifications Code osage Others
UNLESS OTHERWISE SPECIFIED: DRAWN €rs
<2.0(3-6GHz); TOLERANCES: ResP ENG
5.Insulation resistance:25000MQ; v 07 .
6.Withstanding Voltage: 2500V; exxt-atlo L A Division of Tessco Technologies | tod
Mechanlcal SpeCIflcatlons —— CAS\C. SEE NOTES IvVision OT [essCo lechnologies Incorporare A
1 Insertion Durability: 560 Cvcles: compnms oo | o e e CrES TITLE: TWS100 cable, Right Angle RPSMA
Insertion Durability: 500 Cycles; L M e Male, RP SMA Bulkhead
Environment Specifications: b Omencr | FENOTE
1 DISPLAYED OR DISTRIBUTED, IN WHOLE ANSI Y14.5 - 2009
1.All materials should follow Standarc ROHS; N [ e ANGLE PROJECTON | SZE | CAGE CODE DWG. NO. REV
2 Salt Spray- > 48h- i BT = _ B | 8J168 | 590596 3
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